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Note - Each code section proposal must be submitted on a separate form

Name: *

Brian Hamner

Organization

City of Des Moines

Email Address *

bjhamner@dmgov.org

Confirm Email Address *

bjhamner@dmgov.org

Phone *

515-283-4963

Code Book *

Resource for code content - https://codes.iccsafe.org/public/collections/I-Codes

UPC- Uniform Plumbing Code

https://docs.google.com/forms/d/1WZo5IcslY6zrnFw2zNeoalwdtsDmI15KJrxQfiXa1JY/edit?uiv=1#response=ACYDBNhVUuGvI-30hOAJdYY calPk9pd7zXIleMNPIXE4


https://www.google.com/url?q=https://codes.iccsafe.org/public/collections/I-Codes&sa=D&ust=1521663004994000&usg=AFQjCNGGJ0Ovk9NE8TNprf_jfazkqLG82A
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Code Section *

See example below. DO NOT INCLUDE ANY LEADING ALPHA CHARACTERS! Resource for code language -
https://codes.iccsafe.org/public/collections/I-Codes

7171

Is this an Appendix Chapter? *

Yes

® No

If yes, which appendix?
Allowing Alpha Characters

Code Section Example

®101.1 Title.
These provisions shall be known as the Residential Code for One- and Two-family Dwellings of [NAME OF
JURISDICTION], and shall be cited as such and will be referred to herein as “this code.”

§101.2 Scope.

The provisions of the International Residential Code for One- and Two-family Dwellings shall apply to the
construction, alteration, movement, enlargement, replacement, repair, equipment, use and occupancy, location,
removal and demolition of detached one- and two-family dwellings and fownhouses not more than three stories

above grade plane in height with a separate means of egress and their accessory structures not more than three
stories above grade plane in height.

Type of proposal *

Amend - Edit current section - change words | Delete - Remove section | Insert - Add text to existing section
@ Amend
Delete

Insert

https://docs.google.com/forms/d/1WZo5IcslY6zrnFw2zNeoalwdtsDmI15KJrxQfiXa1JY/edit?uiv=1#response=ACYDBNhVUuGvI-30hOAJdYY calPk9pd7zXIleMNPIXE4


https://www.google.com/url?q=https://codes.iccsafe.org/public/collections/I-Codes&sa=D&ust=1521663004995000&usg=AFQjCNGHIC4PJMXzLKSUPq0z7D8d5aVEJw
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Existing Text *
Full text as it is printed in the Code. Book Resource for code language -
https://codes.iccsafe.org/public/collections/I-Codes

717.1 General. The minimum size of a building sewer
shall be determined on the basis of the total number of
fixture units drained by such sewer, in accordance with
Table 717.1. No building sewer shall be smaller than the
building drain.

Proposed Text *

717.1 General. The minimum size of a building sewer

shall be determined on the basis of the total number of

fixture units drained by such sewer, in accordance with

Table 717.1. No building sewer shall be smaller than 4" in diameter and or the building drain.

This text is being proposed to be struck from the adopted code.

Existing Text to be struck *

Resource for code language - https://codes.iccsafe.org/public/collections/I-Codes

https://docs.google.com/forms/d/1WZo5IcslY6zrnFw2zNeoalwdtsDmI15KJrxQfiXa1JY/edit?uiv=1#response=ACYDBNhVUuGvI-30hOAJdYY calPk9pd7zXIleMNPIXE4


https://www.google.com/url?q=https://codes.iccsafe.org/public/collections/I-Codes&sa=D&ust=1521663004998000&usg=AFQjCNHG5Y13pH-DHeP7B_Fm6-Bh752IMA
https://www.google.com/url?q=https://codes.iccsafe.org/public/collections/I-Codes&sa=D&ust=1521663004999000&usg=AFQjCNFwy0L_7-foZN9kjj3HThv_wCx7ZA
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This text is being proposed to be added to the 2018 International Code for adoption by local municipalities.

Provide your new proposed code to be added to the existing code as cited
above. *

Provide reason to support your proposal based on the safety impact, enfforceability, cost effectiveness, or
unique location conditions

Justification *

Houses being build most often are constructed with 3 finished bathroom groups. Some
builders don't rough-in a future bathroom, and with those houses would only require a 3"
building drain. If a home owner were to add a bathroom to the basement the 3" building drain
would need to be increased. This adds a minimal cost to the construction.
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