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Note - Each code section proposal must be submitted on a separate form

4

Name: *

Ankeny Building Division - Jeff Harden

Organization

City of Ankeny

Email Address *

jharden@ankenyiowa.gov

Confirm Email Address *

jharden@ankenyiowa.gov

Phone *

515-963-3553

https://docs.google.com/forms/d/1WZo5IcslY6zrnFw2zNeoalwdtsDmI15KJrxQfiXa1JY/edit#response=ACYDBNhd9iXoPKceN8RWb_GUkiacqNTh68HM3R4dgcRn2M
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Code Book *

Resource for code content - https://codes.iccsafe.org/public/collections/I-Codes

IBC - International Building Code

Code Section *

See example below. DO NOT INCLUDE ANY LEADING ALPHA CHARACTERS! Resource for code language -
https://codes.iccsafe.org/public/collections/I-Codes

1608.2

Is this an Appendix Chapter? *

Yes

@No

If yes, which appendix?
Allowing Alpha Characters

Code Section Example

®101.1 Title.
These provisions shall be known as the Residential Code for One- and Two-family Dweliings of [NAME OF
JURISDICTION]. and shall be cited as such and will be referred to herein as “this code.”

J101.2 Scope.

The provisions of the International Residential Code for One- and Two-family Dwellings shall apply to the
construction, alteration, movement, enlargement, replacement, repair, equipment, use and occupancy, location,
removal and demolition of detached one- and two-family dwellings and townhouses not more than three stories
above grade plane in height with a separate means of egress and their accessory structures not more than three
stories above grade plane in height.

https://docs.google.com/forms/d/1WZo5IcslY6zrnFw2zNeoalwdtsDmI15KJrxQfiXa1JY/edit#response=ACYDBNhd9iXoPKceN8RWb_GUkiacgNTh68HmM3R4dgcRn2l
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Type of proposal *

Amend - Edit current section - change words | Delete - Remove section | Insert - Add text to existing section
@ Modification
Deletion

Addition

Does this proposal impact other codes? *

Yes

@® No

If yes, indicate which code and code section?

Does this proposal relate to a previously accepted CICC amendment? *

Yes

@® No

If yes, which previously accepted CICC amendment?

https://docs.google.com/forms/d/1WZo5IcslY6zrnFw2zNeoalwdtsDmI15KJrxQfiXa1JY/edit#response=ACYDBNhd9iXoPKceN8RWb_GUkiacqNTh68HM3R4dgcRn2M
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Existing Text *
Full text as it is printed in the Code. Book Resource for code language -
https://codes.iccsafe.org/public/collections/I-Codes

The ground snow loads to be used in determining the design snow loads for roofs shall be
determined in accordance with ASCE 7 or Figure 1608.2 for the contiguous United States and
Table 1608.2 for Alaska. Site-specific case studies shall be made in areas designated “CS” in
Figure 1608.2. Ground snow loads for sites at elevations above the limits indicated in Figure
1608.2 and for all sites within the CS areas shall be approved. Ground snow load determination
for such sites shall be based on an extreme value statistical analysis of data available in the
vicinity of the site using a value with a 2-percent annual probability of being exceeded (50 year
mean recurrence interval). Snow loads are zero for Hawaii, except in mountainous regions as
approved by the building official.

Proposed Text *

The ground snow loads to be used in determining the design snow loads for roofs shall be
determined in accordance with ASCE 7 or Figure 1608.2 for the contiguous United States and
Table 1608.2 for Alaska. Site-specific case studies shall be made in areas designated “CS” in
Figure 1608.2. Ground snow loads for sites at elevations above the limits indicated in Figure
1608.2 and for all sites within the CS areas shall be approved. Ground snow load determination
for such sites shall be based on an extreme value statistical analysis of data available in the
vicinity of the site using a value with a 2-percent annual probability of being exceeded (50 year
mean recurrence interval). Snow loads are zero for Hawaii, except in mountainous regions as
approved by the building official. The ground snow load to be used in determining the design
snow load for roofs is hereby established at 30 pounds per square foot. Subsequent increases
or decreases shall be allowed as otherwise provided by code, except that the minimum
allowable flat roof snow load may be reduced to not less than 80 percent of the ground snow
load.

This text is being proposed to be struck from the adopted code.
https://docs.google.com/forms/d/1WZo5lcslY6zrnFw2zNeoalwdtsDmI15KJrxQfiXa1JY/edit#response=ACYDBNhd9iXoPKceN8RWb_GUkiacqNTh68HM3R4dgcRn2M
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Existing Text to be struck *
Resource for code language - https://codes.iccsafe.org/public/collections/I-Codes

This text is being proposed to be added to the 2018 International Code for adoption by local municipalities.

Provide your new proposed code to be added to the existing code as cited
above. *

Provide reason to support your proposal based on the safety impact, enfforceability, cost effectiveness, or
unique location conditions

Justification *

Historically for a number of years (approximately 50 or more) Designers of buildings located in
Central lowa have had to use the 30# snow load provision. This amendment helps maintain
that standard. The proposal was not submitted during the first CICC event as with many other
historical amendments. This amendment brings this provisions back and in-line with what is
currently still being adopted and enforced.

https://docs.google.com/forms/d/1WZo5IcslY6zrnFw2zNeoalwdtsDmI15KJrxQfiXa1JY/edit#response=ACYDBNhd9iXoPKceN8RWb_GUkiacqNTh68HM3R4dgcRn2M
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